OUR PREMIUM STEEL
IS KNOWN FOR:

> High performance Q+T steel with excellent properties
> Best machining quality

> Tailor-made analysis to meet customer needs and to
improve the customer’s competitiveness

> Produced in fully monitored and process controlled
integrated mills from melting to finishing
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CONTACT:

MINING:

Dr. Lutz Franke
BGH Edelstahlwerke GmbH

Am Stahlwerk 1
D-01705 Freital

Phone +49 (0) 351 / 646-2403
Fax +49 (0) 351 / 646-2578

lutz.franke@bgh.de

OIL AND GAS INDUSTRY/
ENGINEERING:

Joachim Schreiber
BGH Edelstahlwerke GmbH

IndustriestraBe 12
D-57076 Siegen

Phone +49 (0) 271 /701266
Fax +49 (0) 271 /701-392

joachim.schreiber@bgh.de
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PREMIUM STEEL

quality for special applications

> Oil and Gas Industry
> Mining R
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> Engineering



BGH 6932 - AlSI| 4330V/AISI 4330 mod./Grade: 1.6932

STANDARD ANALYSIS RANGE

OF BGH GROUP:

C Si
min. 0,28 0,10
max. 0,34 0,35
MECHANICAL
PROPERTIES:

> Available diameter range from 14 mm
to 700mm round or as forged stamps

> Surface unmachined, peeled or turned

> heat treatment: quenched and
tempered

> Fixed lengths and deep hole drilled

> Available from stock

Mn P

0,60

1,00 0,015
Class:

Yield strength
Tensile strength
Elongation A4
Reduction of area

Impact values
(at room temperature)

Impact values
(at-20° Q)
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The analysis should be specified together with the customer to meet
highly sophisticated application requirements.

S Cr Ni Mo \"
0,90 1,80 0,40 0,05
0,008 1,4 3,2 0,7 0,12

low medium
min. 960 MPa min. 1035 MPa
min. 1035 MPa min. 1100 MPa
min. 16 % min. 16 %
min. 45 % min. 45 %
min. 60) min. 60
min. 27 min. 27

Values are taken at mid radius and max. diameter of 430 mm.



